SPECIFICATIONS
INSTRUCTION

Description SHEET

The P6101A is a miniature, 1X, passive probe for use with all general-purpose oscilloscopes. NO. 070-5299-00
It is fully compatible with the Tektronix family of miniature probe accessories. The P6101A is
available with a 1, 2, or 3-meter cable. PRODUCT GROUP 60

Electrical Characteristics

Attenuation: 1X (Same as oscilloscope.)
Input Resistance (System): 1 MQ (Same as oscilloscope.)

Input Capacitance (Probe only):
1-Meter Probe Approximately 35 pF.
2-Meter Probe Approximately 60 pF.
3-Meter Probe Approximately 86 pF.

System Bandwidth: (—3 dB; oscilloscope input capacitance = 15 pF.)
1-Meter Probe At least 34.0 MHz.
2-Meter Probe At least 15.5 MHz.
3-Meter Probe At least 8.0 MHz.

Maximum Nondestructive Input Voltage:
500 V (dc + peak ac) to 1.1 MHz. (See Figure 1 for voltage derating curves.)
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Figure 1. Typical voltage derating versus AND ACC ES SO RIES

frequency.

Environmental Characteristics

Temperature Range (Operating): —15°C to +75°C (+5°F to +167°F).
Temperature Range (Nonoperating): —62°C to +85°C (—80°F to +185°F).

Humidity:
Five cycles (120 hr) at 95% to 97% relative humidity. Per Tek Standard 062-2847-00, Class 3.
Ref to MIL-E-16400F, paragraph 4.5.9 through 4.5.9.5.1, class 4.

Physical Characteristics

Net Weight (Includes Accessories): 1 x PASS I v E P RO B E

1-Meter Probe 90 g (3.2 0z).
2-Meter Probe 115 g (4.1 02).
) 3-Meter Probe 140 g (4.9 02).

Probe Cable Length: 1.0 m (3.3 ft), 2.0 m (6.6 ft), 3.0 m (9.8 ft).
Safety
To avoid explosion, do not operate this product in an explosive atmosphere unless it has been u
specifically certified for such operation. mmnm
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